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Feature: 

� Trimless design 

� Two levels installation 

� Very low glare design 

General data: 

� Use location Interior 

� Class/Light source GU10 (230V, Class II) 

 GU5.3 (12V, Class III) 

 LED Module  

(250mA/36V, Class III) 

� Tiltable No 

� IP Rating 21 

� Major Material Aluminum  

� Cut-out 75mm 

� Installation  Recessed 

� Fixture Finishes White/Black 

� Baffle Finishes -- 

Accessories (optional): 
 Glass Diffuser 

 Honeycomb Louver 

Feature: 

� Trimless design 

� Interchangeable baffle 

� Compact design 

General data: 

� Use location Interior 

� Class/Light source GU10 (230V, Class II) 

 GU5.3 (12V, Class III) 

 LED Module  

(250mA/36V, Class III) 

� Tiltable No 

� IP Rating 21 

� Major Material Aluminum  

� Cut-out 65mm 

� Installation Recessed 

� Fixture Finishes White/Black 

� Baffle Finishes White/Black/Brushed 

Brass/Bronze 

Accessories (optional): 

 Glass Diffuser 

 Honeycomb Louver 

RETROFIT/TRIMLESS/ANTI-GLARE/TWO LEVELS 
Model: RR-DL2248 

RETROFIT/TRIMLESS/ANTI-GLARE/TILTABLE 
Model: RR-DL2518 

Compatible: Compatible: 


